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  DIGITUS Web Smart Fast Ethernet PoE Switch 

8-port, RJ-45, IEEE802.3af/at (Max 30W/port) Rack Mount, Total power 130W  

 

Integrated Power over Ethernet (PoE) and network management features for small and 

medium network environments  

 
 

l  8-Port 10/100BaseTX with PoE

l  PoE power output 48V/DC, max. 15.4W per port

l  Supported Standards: IEEE 802.3x Full-duplex and Flow Control, IEEE 802.3ad Trunk (Link Aggregation), IEEE 

802.3at Power over Ethernet (PoE), IEEE 802.1Q VLAN, IEEE 802.1p Class of Service, IEEE 802.1x Port Based 

Network Access Control, IEEE 802.1d Spanning Tree Protocol, IEEE 802.1w Rapid Spanning Tree Protocol

l  Store and Forward technology

l  Supports Port Configuration, Port Mirroring, Bandwidth Control, Broadcast Storm Control

l  PoE On/Off setting via Web Management

l  VLAN Setting Port-based 8 groups / Tag-based: 20 groups

l  Trunk Setting 2 groups (1 - 4 port for each group)

l  QoS Setting: up to 4 queues

l  Supports MAC Address Filtering, TCP/UDP Filtering

l  Backup/Recovery Configuration

l  Inclusive Mounting Accessories for Rack Installation

l  Operating system independent, supports e.g. Windows, Mac OS, Linux and Sun
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Country of origin: Taiwan  

 Logistics
Number 

(pcs) 

Weight 

(kg) 

Depth 

(cm) 

Width 

(cm) 

Height 

(cm) 
cm³ 

Packaging Unit Carton 5 11,90 37,00 32,00 26,00 30784,00 

Packaging Unit Inside 1 2,38 23,40 29,50 6,60 4555,98 

Packaging Unit Single 1 2,38 23,40 29,50 6,60 4555,98 

Net single without Packaging 1 0,00 16,00 26,60 4,40 1872,64 
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